
• Category: 3
• Biocompatibility tested  

or biocompatibility friendly.
• Inspection Levels: AQL 1.5
• Not tested for Chemotherapy

For more information
www.safety.honeywell.com 
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DEXPURE® 803-88
NITRILE 
DISPOSABLE  
GLOVES

Before aging Tensile strength: 14 Mpa min Elongation at break (%): 500%

After aging Tensile strength: 24 Mpa min Elongation at break (%): 400%

PHYSICAL DIMENSIONS
SIZE LENGTH (MM) WIDTH (MM) THICKNESS (MM/Mil)

4580388 - S

240 

80 ± 10

0.11mm/ 4MIL
4580388 - M 95 ± 10

4580388 - L 110 ± 10

4580388 - XL 120 ± 10

PRODUCT SPECIFICATION
Type Powder-free, non-sterile

Material 100% nitrile

Color Blue

Features Ambidextrous / finger-textured / beaded cuff

The single use nitrile gloves are durable and powder-free  
and provide basic chemical resistance against contamination and virus.   
They also fit well on any hand, enhancing your dexterity.

FOR TECHNICAL QUESTIONS  
Industrial Safety PPE Technical Support
Free Phone: 00 800 3344 2803 
(free calls in Europe)
Phone: +44 (0) 1698 647 087 (paid calls)
Email: IS.PPE.TECHSUPPORT.
EUROPE@honeywell.com

FEATURES AND BENEFITS

CERTIFICATIONS
EN 374-1:2016+A1:2018 Type B (KPT) 
EN 420:2003+A1: 2009 
EN ISO 374-5:2016 
Protection against Bacteria, 
Fungi and Virus - Pass.

SHELF LIFE
3 years from date  
of manufacturing

PACKAGING
100 pieces in one dispenser box 
10 boxes in one outer carton


