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HIGHWAYMAN
CONE SYSTEM

PRODUCT
RANGE

This 2 part road cone
provides safety to
worksites, and is ideal
for use in heavy traffic,
motorway contraflow
systems (750mm), lane
delineation and parking
control at events. The

easy-to-use Cone Rope is
used with road cones to

create a hi-vis temporary
perimeter.

HIGHWAYMAN CONE SYSTEM

Usage Benefits

) Can be easily installed, transported ) Create clearly defined thoroughfares
and stored to safely direct traffic and vehicles
) Can clearly and easily demarcate areas » Can effectively cover small and large
of road, walkways and work sites areas with a quick and effortless
installation
) Create temporary separation of high

v

A closed loop recycling product:
made using recycled PVC

traffic and restricted zones

v

2 part cone with durable recycled PVC
base, outlasts 1 part cone alternatives

HIGHWAYMAN CONE 1M HIGHWAYMAN CONE 50CM
Product No. 09100 Product No. 09102
Width 540mm Width 285mm
Length 540mm Length 285mm
Height 1000mm Height 500mm
Weight 7kg Weight 2.5kg
Quantity / Pallet 100 Quantity / Pallet 400
Colour Orange Colour Orange
HIGHWAYMAN CONE 75CM CONE ROPE
Product No. 09101 Product No. 09940
Width 430mm Width 10mm
Length 430mm Length 18000mm
Height 750mm Height 10mm
COMPLIANCE CODE Weight 4.6kg Weight kg
Quantity / Pallet 150 Quantity / Pallet 100
Safety at Street Works and Road Works Colour Orange Colour Orange

(Red Book), Traffic Signs Manual (Chapter 8),
BS 8442:2015, BS EN 13422:2019, BS EN 12899
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